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General

1.

Anidata ES has been enhanced to import and exp8rtytpes of
weigh scales:

Iconix FX21 and FX41
Gallagher Series 500, 600 and 800 (yet to be rethas
Trutest SR 2000, XR 3000.

Data is held within Anidata ES and the scales reqiiles to be
formatted to allow download to them. The Anidaizaxd takes the
data from Anidata and formats it into the corrggietfor each of the
scales mentioned above.

Conversely data coming back up from the weighezd@matted in
a specific way and Anidata caters for this durimg @ipload.

Anidata ES will not communicate with the Weigh head. Each
weigh head has a specific software package that perms this
function. Anidata will import the relevant files and will format
the files and place them in the correct folder fouse with the
specified weigher package software.

Anidata Screens

5.

The Weigher wizard is accessed by clocking on tagker icon in
the Add ins, as shown below:




6. When the Icon is clicked the following screen Wbl displayed:

Export Data

7. To export the data to the weigh head folder cliockiee Radio
Button Export to Weigher and click on next. Thédaing screen
will be displayed.

8. Select the weigher you wish to export to by clickon it and click
on Next. The following screen will be displayed:



9. The data file, as shown above, for the Trutest bélformatted for
the relevant weigh head. Click on Save files dugohtselect the
folder to save them in so that the weigher packagepick them up
and send them to the weigh head.

Import Data

10.  To import data click on the Import from Weigh HeRddio button.
The following screen will be displayed:

11.  Select the weigher to be imported from by highlightthe Icon and
clicking on next. Select the folder where the fdéocated by
clicking on Browse. Select the file and the clickrzext:

12.  Once selected the following screen will be dispthye



13.

The data will be populated from Anidata ES andvilegghts will be
shown. Further actions can also be logged. Tustea the weight to
the upload form click on the Transfer Weights tddadgl Form. You
will then see the following screen:



14.

One or multiple actions can be logged against timals by
highlighting all the records in the screen. Tathis click on the first
record and highlight it blue. Move the scroll lbamwn the right hand
side, taking care not to click in the form and tipeess Shift and
Click to highlight all the records. Move to thghit hand side of the
form and select and action and date and then chckog Selected
Actions’.

You will then be presented with the following een:

Click on Yes and the following screen will be geated:



15.  Click on OK and then close down the form and mavthé Uploads
screen in the Shortcuts and the following scredhbsidisplayed:

16. Merge the data in the normal way.



